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 WELL DESIGN AND CONSTRUCTION DOCUMENTATION 
 
 
Job Name: City of Savannah, Dean Forest Road Landfill 
Job No.: J0076 
Well No.: GWA-1 
Driller: Piedmont Environmental Drilling, Inc. 
Drill Rig: CME 55 
Date of Construction; November 4, 1993 
Drilling Method: Hollow-stem Auger 
Well Location: Attached 
Borehole Diameter: 8 inch 
*Borehole Depth:  17.0 feet 
Well Depth:  15.0 feet 
Lithologic Logs: Attached 
Riser Materials: ASTM 2" dia. PVC, steam cleaned? YES 
Screen Materials: ASTM 2" dia. PVC, steam cleaned? YES 
Riser and Screen Joint Type: Threaded 
Screen Slot Size and Length: 0.010-inch X 10 feet 
Filter Pack Material and Size: 10/30 Silica Sand; sample saved? YES 
Filter Pack Volume: 3.01 feet3 

Filter Pack Placement Method: Gravity 
Sealant Materials: bentonite pellets; sample saved? YES 
Bentonite Volume:  0.78 feet3 

Sealant Placement Method: Bentonite by Gravity 
Surface Seal Design/Construction: 6' x 6' x 6" concrete grout pad 
Well Development Method: Hand bail surge method 
Type of Protective Cover: 4" x 4" x 5' Standing Locking Cover 
Grout Pad Elevation (feet):  17.23 feet 
Top of Riser Elevation:  19.62 feet 
Well Construction Details: Attached 
Length of end plug: 0.5 feet 
Length of screen: 10.0 feet 
Length of Riser (including stick-up):  7.0 feet 
Total length of casing:  17.0 feet 
Stick-up: 2.0 feet 
Depth to top of filter pack: 4.0 feet 
Depth to top of bentonite: 1.0 feet 
 
 
 *  All depths measured from original ground surface. 





  
 

 WELL DESIGN AND CONSTRUCTION DOCUMENTATION 
 
 
Job Name: City of Savannah, Dean Forest Road Landfill 
Job No.: J0076 
Well No.: GWA-2 
Driller: Piedmont Environmental Drilling, Inc. 
Drill Rig: CME 55 
Date of Construction; November 4, 1993 
Drilling Method: Hollow-stem Auger 
Well Location: Attached 
Borehole Diameter: 8 inch 
*Borehole Depth:  17.0 feet 
Well Depth:  15.0 feet 
Lithologic Logs: Attached 
Riser Materials: ASTM 2" dia. PVC, steam cleaned? YES 
Screen Materials: ASTM 2" dia. PVC, steam cleaned? YES 
Riser and Screen Joint Type: Threaded 
Screen Slot Size and Length: 0.010-inch X 10 feet 
Filter Pack Material and Size: 10/30 Silica Sand; sample saved? YES 
Filter Pack Volume: 3.01 feet3 

Filter Pack Placement Method: Gravity 
Sealant Materials: bentonite pellets; sample saved? YES 
Bentonite Volume:  0.65 feet3 

Sealant Placement Method: Bentonite by Gravity 
Surface Seal Design/Construction: 6' x 6' x 6" concrete grout pad 
Well Development Method: Hand bail surge method 
Type of Protective Cover: 4" x 4" x 5' Standing Locking Cover 
Grout Pad Elevation (feet):  16.87 feet 
Top of Riser Elevation:  19.23 feet 
Well Construction Details: Attached 
Length of end plug: 0.5 feet 
Length of screen: 10.0 feet 
Length of Riser (including stick-up):  7.0 feet 
Total length of casing:  17.0 feet 
Stick-up: 2.0 feet 
Depth to top of filter pack: 3.5 feet 
Depth to top of bentonite: 1.0 feet 
 
 
 
 *  All depths measured from original ground surface. 


































































































































































































































